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SYSTEM DATA 

SYSTEM DESCRIPTION 

CPC CrossFlake™ HD System is a hybrid high per-
formance epoxy and polyaspartic decorative floor-
ing system, utilizing select color blend vinyl mosaic 
flakes to produce a tough, UV resistant system.  

CPC CrossFlake™ HD System consists of a prime 
coat of CPC Epoxy, a receiving coat of pigmented 
CPC Epoxy fully broadcast with selected blends of 
vinyl mosaic flake, and sealed with an application 
of CPC Polyaspartic clear, with an optional second 
coat of CPC Polyaspartic.  

WHERE TO USE  

• Light Manufacturing
• Garages
• Showrooms
• Retail Spaces
• Anywhere an attractive, tough floor surface is

required 
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SYSTEM BUILD UP

CPC CrossShield HD System  Smooth Finish, Blended Colors, Clear Finish

Primer   CPC Epoxy applied in one coat at 6 - 8 mils WFT (200 - 266 sq. ft./gal)

Base/Receiver Coat CPC Epoxy Pigmented applied in one coat at 16 mils WFT (100 sq. ft./gal)

Broadcast Select blend and size of vinyl mosaic flake ~0.15 lb./ft2

Grout/Seal/Finish Coat CPC Polyaspartic applied in one coat, 16 mils WFT (100 sq. ft./gal)

Optional 2nd Finish Coat CPC Polyaspartic applied in one coat, 10 mils WFT (160 sq. ft./gal)

PHYSICAL PROPERTIES 

SYSTEM FEATURES1

• Excellent UV Resistance
• Very Low Odor During Application
• Gloss Finish
• Abrasion resistant
• Resistant to common chemicals
• Unlimited Color Blend & Chip Size Palette.
• Stain Resistant

HD System

Polyaspartic Base & Finish Coat 

VOC Clear 93 g/l

Solids Content 95% 

Tear Strength ASTM D 624 879 lbs/in

Taber Abrasion ASTM D 4060 
CS17 wheel/1,000 cycles/1000 g 33 mg

Tensile Elongation ASTM D412 30% 

Tensile Strength ASTM D412 2,050 psi 

Impact Resistance ASTM D2794 160 in/lbs

Flexibility ASTM D1737 Pass

Hardness, ASTM D2244 Shore D 85 - 90 

Chemical Resistance See Chart1 

VOC Clear 0 g/l  

Solids Content 100% 

Compressive Strength ASTM D695 11,000 psi

Taber Abrasion ASTM D 4060 
CS17 wheel/1,000 cycles/1000 g 33 mg

Flexural Strength ASTM C580 4,000 psi

Tensile Strength ASTM C307 1,800 psi 

Adhesion to Concrete    
ASTM D4541

>350 psi Concrete
Fails 

Epoxy Base Coat 



2 / 3CPC CrossFlake HD System  

SYSTEM BUILD UP

Flake Blends  1/6” & 1/4” Full Broadcast 

Printed color chart approximates actual color. Final color approval should be made from actual sample. Final color 
appearance is affected by lighting, surface texture and method of application. Other colors and combinations are 
available as custom blends. Final color and appearance will vary depending on selected finish coat(s). Consult your 
CPC representative for additional selections.



SCIENTIFICALLY SUPERIORTM TECHNOLOGIES

© 2024 Crossfield Products Corp. 

All sales are subject to the Crossfield Terms and Conditions effective on the date the purchase order is re-
ceived. The Terms and Conditions are incorporated herein in full by this reference. The Terms and Conditions 
are set forth at www.crossfieldproducts.com and will also be sent by mail or fax to the purchaser upon request. 
By placing an order, the Buyer acknowledges that it has read and agrees to the provisions of the Terms and 
Conditions. Crossfield Products Corp. assumes no responsibility or liability for any errors or omissions in the 
content of this document. The information contained is subject to change without notice.

WARRANTY STATEMENT 
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LIMITATIONS  

•	 Temperature range, ambient, material, & substrate 
limitation: 55ºF to 85ºF (12.5ºC - 30ºC)

•	 Relative Humidity range:  20 - 85%
•	 Do not exceed recommended application thick-

ness, foaming and uneven curing may occur
•	 Box same lot numbers for best color uniformity, 

use CPC factory supplied pigments only for com-
patibility.  Use of non-CPC pigments may result in 
unsatisfactory results and will void warranty. 

•	 Avoid air movement across surface of wet material 
during application, blisters may occur

•	 Protect from moisture and condensation for 24 
hours after application, staining, hazing may occur

•	 Do not apply to substrates exhibiting or tested pos-
itive for alkali silica reaction (ASR) or near surface 
alkali reaction (NSAR)

•	 For professional use by experienced applicators 
only

Visit our website: cpccoatings.com

CPC Industrial Coatings, 
A division of Crossfield Products Corp. 
(210) 888-0449

128 Industrial 
Cibolo, Texas USA 78108

3000 E. Harcourt
Rancho Dominguez, CA, 90221

140 Valley Road 
Roselle Park, NJ  07204
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MAINTENANCE 

CPC CrossFlake HD system is easily cleaned using 
typical cleaning methods and products.  Refer to 
CPC Cleaning & Maintenance Guide for complete 
information. 

https://cpccoatings.com/
http://www.crossfieldproducts.com 
http://cpccoatings.com

